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WIND RIVER RESOURCES CORPORATION
ROUTE 3 BOX 3010

ROOSEVELT, UTAH84066
435-722-2546 (office) / 435-722-5089(fax)

e-mail: mte@ubtanet.com

Marc T. Eckels

June 18, 2001

Lisha Cordova, Petroleum Technician
Utah Division of Oil, Gas & Mining
P. O. Box 145801
Salt Lake City, UT 84114-5801

RE: Application for Permit to Drill
North HillCreek 6-11-15-20 (Ute Indian Tribe Trust Minerals & Surface)
1,340' FNL, 2,180' FWL (SESE)
Section 11-T15S-R20E
Uintah County, Utah

Dear Ms. Cordova:

Enclosed please find two copies of the APD for the North Hill Creek 6-11-15-20.
This well will be drilled on acreage included in our Exploration and Development
Agreement with the Ute Indian Tribe and the Ute Distribution Corporation (14-20-
H62-4917), which includes provisions for a Permit for Use of Water from the Ute
Tribe and a Mineral Access Permit from the BIA. Applications for both of these
permits have been submitted.

Also enclosed is a request for a location exception for this well.

Please call me if you have any questions or need additional information.

Sincerely,

Marc T. Eckels

RECEIVED
JUNi § 2001
DMSION OF

OIL,GASAND
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Form 3160-3 FORM APPROVED
(August 1999) OMB No. 1004-0136

Expires November 30, 2000
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease Serial No. i

BUREAU OF LAND MANAGEMENT 14-20-H62-4917 (E&D Agreement

APPLICATION FOR PERMIT TO DRILL OR REENTER 6. If Indian, Allottee or Tribe Name

Ute Indian Tribe

la. Type of Work: S DRILL O REENTER
7. If Unit or CA Agreement, Name and No.

N/A
8. Lease Name and Well No.

Ib. Type of Well: Oil Well Ë Gas Well Ü Other O Single Zone Ü Multiple Zone NORTH HILL CREEK 6-11-15-20
2. Name of Operator 9. API Well No.

WIND RIVER RESOURCES CORPORATION y-p†j- § /3-3
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

ROUTE 3 BOX 3010, ROOSEVELT, UT 8406 435-722-2546 Exploratory
4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

Atsurface 1,340' FNL & 2,180' FWL (SE¼NW¼) E Sec. 11, T15S, R20E, SLB&M
At proposed prod. zone

14. Distance in miles and direction from nearest town or post office* 12. County or Parish L3. State
52 miles SSE of Ft. Duchesne, 63 miles SSW of Vernal UINTAH UTAH

15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well
location to nearest 1, 340 '
property or lease line, ft..

. . WILL EARN640 40(Also to nearest drig, unit lme, if any)

18. Distance from proposed location* 19. Proposed Depth 20. BLMíBlA Bond No. on file $Ô 6 e

to nearest well, drilling, completed, Personal Bond (Zions Bank Letter of
applied for, oft this lease, ft N/A 5, 000 ' Credit) filed with BIA 10-12-00

21. Elevations (Show whether DF. KDB. RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

7,443' (GL) , Upon approval 3 weeks

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the aßpropriate Forest Service Office). 6. Such other site specific mformation and/or plans as may be required by the
authorized officer.

25. Signatur Name (Printed/Typed) Date

Title

are T. Eckels 6-18--01

Vice President
AP ame (PrintÔËLEY

G. HILL
Da

Title OfficysLAMATIONSPECIALIST III

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*tfristructions on revers" RECEIV50

JUNI § 2001
OfVISIONOF -

OIL, GAS AND



WIND RIVER RESOURCES CORP'.
Ti5S, R20 E, S. L.B.&M. Well locotion, NORTH HILL CREEK #6-11-15-20, '

1960 End Cap, located as shown in the SE 1/4 NW 1/4 of
Pae orstones. Section 11, T15S, R20E, S.L.B.&M. Uintoh County,Cedar Post,
set workeaston, Utoh.S89°58'W

- 80.04 (G.L.0,)

BASIS OF ELEVATION
BENCH MARK (59 WF) LOCATED IN THE N 1/2 SECTION 10,
T15S, R20E, S.L.B.&M. TAKEN FROM THE FLAT ROCK MESA
QUADRANGLE,UTAH, UINTAH COUNTY 7.5 MINUTE QUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY. SAIO
ELEVATIONIS MARKED AS BEING 7449 FEET.

2180' NOR1H H/LL CREEK/6-11-15-20
E/ev. Ungraded Ground = 7443'

N
Set Marked Stone,
Pipe W/End Cap
1.J' High East of

A L
Stone

SCALE

CERTIFICATE
---- THIS IS TO CERTIFY THAT THE A T RED FROM

FIELD NOTES OF ACTUALSUR .SY•ME R MY
SUPERVISIONAND THAT THE E TRUE ANO• T TO THE
BEST OF MY KNOWLEDGEAN

REGISTERE SUR EYO
EGISTRATIONNO. 1.6

S89 57'W - 80.14 (G.L.O.) UINTAH ENGINEERING & W" URVEYlNG
85 SOUTH 200 EAST - VERNAL, UTAH 84078

(435) 789-1017
LEGEND: SCALE DATESURVEYED: DATE DRAWN:

1" = 1000' 5-15-01 5-25-01
=

90° SYMBOL PARTY REFERENCES
D.K. R.W. D.COX G.L.O. PLATO = PROPOSED WELL HEAD- LATITUDE = 39'31'50" WEATHER FILEÁ = SECTION CORNERSLOCATED. LONGITUDE=

109°38'50"
WARM WINDRIVER RESOURCES
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WIND RIVER RESOURCES CORPORATION
ROUTE 3 BOX 3010

ROOSEVELT, UTAH 84066
435-722-2546 (office) / 435-722-5089(fax)

e-mail: mte@ubtanet.com

Marc T. Eckels

June 18, 2001

Lisha Cordova, Petroleum Technician
Utah Division of Oil, Gas & Mining
P. O. Box 145801
Salt Lake City, UT 84114-5801

RE: Location Exception for:
North HillCreek 6-11-15-20
1,340' FNL & 2,180' FWL
Section 11-T15S-R20E
Uintah County, Utah

Dear Ms. Cordova:

Wind River Resources hereby requests a location exception for the North HillCreek
6-11-15-20 in order that the well may be sited so as to penetrate anomalies
indicated in the Wasatch Formation on our 3-D seismic survey. This well is to be
located on minerals held in trust by the United States for the Ute Indian Tribe. There
are no other mineral or surface owners within 460 feet in any direction. All of Section
11 is included in our approved Exploration and Development Agreement 14-20-H62-
4917.

Please call me if you have questions or need any additional information.

Sincerel ,

Marc T.
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Wind River Resources Corp.
North HillCreek 6-11-15-20

DRILLINGPLAN
WIND RIVER RESOURCES CORP.

NORTH HILL CREEK 6-11-15-20

1. Estimated Formation Tops (Depth from Surface):

Green River @Surface

Wasatch = 2,300' - Oil and/or gas anticipated in the interval from
2,896' to 4,403'

Mesaverde = 4,403'

2. Wind River Resources' Minimum Specification for Pressure Control
Equipment and Testing:

A. 3,000 psi WP Double Gate Blowout Preventer with Annular
Preventer (schematic diagram attached)

B. BOPE will be pressure tested upon installation, whenever a
seal subject to test pressure is broken or repairs are made, and
at least once every 30 days.

Ram-type preventers and related pressure control equipment
will be pressure tested to the rated working pressure of the
stack assembly if a test plug is used. Ifa test plug is not used,
the stack assembly will be tested to the rated working pressure
of the stack assembly or to 70% of the minimum internal yield
pressure of the casing, whichever is less.

Annular-type preventers will be pressure tested to 50% of rated
working pressure.

C. All casing strings will be pressure tested to 0.22 psilft or
1,500 psi, whichever is greater, prior to drilling plug
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Wind River Resources Corp.
North HillCreek 6-11-15-20

cementing. Test pressure not to exceed 70% of the internal
yield pressure for the casing.

D. Wind River Resources Corp. will comply with all requirements
for well control specified in BLM Onshore Order #2.

3. Auxiliary Equipment:

Kelly Cock - Yes

Float Sub at Bit - No

Mud Logger - Yes

Full-opening Safety Valve on Rig Floor - Yes

Rotating Head - Yes

4. Casing Program:

Setting Hole Casing Grade Weight/Ft.
Depth Size O.D.

Surface 350' 11" 8-5/8" K-55 24# (new)

Production 5,000' 7-7/8" 5-1/2" J-55 17# (new)

*Subject to review on the basis of actual conditions encountered.

6. Cement Program:

Surface Casing - 0-350' - 250 sx Class "G" wl 2% CaCl2 & ¼#lsk cello flake
(or sufficientvolume to circulate to surface)

Cement Characteristics: Yield = 1.18 cu ft per sk
Slurry Weight = 15.8 ppg
Compressive Strength = 3,385 psi (24 hrs

@80 degrees F)

Production Casing -0-5,000'-275 sx 50:50: Pozmix w/ additives

Cement Characteristics: Yield = 1.26 cu ft per sk
Slurry Weight = 14.15
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Wind River Resources Corp.
North HillCreek 6-11-15-20

Compressive Strength = 1,125 psi
(24 hrs @140 degrees F)

= 4,075 psi
(7 days @ 140 degrees F)

Actual cement volumes will be based on caliper log calculations and drilling
experience. The objective willbe to bring the top of cement to 2,600'
(estimated base of fresh water in Wasatch is 2,685'), and place high quality
cement throughthe anticipated productive interval between 3,400' and TD.

7. Testing, Logging, Coring:

A. DrillStem Tests - none anticipated

B. Electric Logs - DIFL/SP/GR from TD to surface
ZDLICNL/CAL wl DFIL from TD to 2,000'
MRILfrom TD to 3,000'

C. Coring - Possible sidewall coring in intervals at
approximately 3,460', 3560', 3,680' and 4030'

8. Drilling Fluids:

Circulating medium from Surface to 1,500' is fresh water.

Circulating medium from 1,800' to TD is Chemical Gel Mud with
an anticipated density of 9.0 ppg, API Funnel viscosity of 37-38
sec., and water loss _< 12 cc.

9. Abnormal Pressures and Hazards:
No abnormal pressures or hydrogen sulfide are anticipated
based on drilling to similar depth in the Flat Rock Field,
approximately 3 miles to the northwest. Maxiumum anticipated
bottom hole pressure is approximately 2,200
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Wind River Resources Corp.
North HillCreek 6-11-15-20

SURFACE USE PLAN
WINDRIVERRESOURCES

NORTH HILLCREEK 6-11-15-20

1. Existing Roads:

A. Topographic Map "A"showthe vicinity of the well,including a portion
Of the Agency Draw-Flat Rock Mesa Road. This road is reached from
Ouray, Utah, by followingthe Seep Ridge Road south to Buck
Canyon; takingthe Buck Canyon Road west to the WillowCreek
Road; then north on theWillowCreek Road to Santio Crossing, which
is at the junctionof the WillowCreek Road and theAgency Draw
Road.

B. Topographic Map "B"shows the point approximately 50 milessouth of
Ouray where the access road to thewell departs from the Flat Rock
Mesa Road. Beyond thispoint the access road consists of 1,0 mile of
existing road, 0.9 mileof existing2-track, and 350' of proposed new
road to the location.

C. Itwas agreed among the Ute Indian Tribe representative, the BIA
representative and the operatorat the on-site inspection, thatminimal
upgrading of the access roads willbe performeduntil production is
establishedfrom this exploratorywelL This willconsist of installing a
cuivertacross thedrainage crossingthe 2-track portion of the access
road in the NENE Section 10.

D. As long as thiswell is drilled during the summer, as anticipated, there
shouldbe no need for blading the access road, other thanthe newly
constructed portion. There is considerable vegetation between the
trackson muchofthe 2-track portion of the road, and this is expected
to stabilizethis portion of the road to the extent necessary for drilling
operations. No mud blading willbe performed. Vehicles may be towed
through mud provided that they stay on the
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FACSIMILE TRANSMITTAL SHEET

TO: FROM:

LishaCordova DavidEckels
COMPANY: DATE:

Divisionof Oil,GasorMining 06/21/01
FAX NUMBER: TOTAL NO.OF PAGES INCLUDINC COVER:

801-359-3940 2
PHONE NUMBER. PHONE NUMBER:

801-538-5296 435-722-2546
RE: FAX NUMBER

APDPage4 Correction 435-722-5089

NOTES/COMMENTS:

Here isa corrected page 4, Marcwill bein to seeyou today.

Thanks,
David

[CLICK HERE AND TYPE RETURN
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Wind River Resources Corp.
North HillCreek 6-11-15-20

2. Planned Access Road:

Refer to Topographic Map "B".

A. Length of new road willbe approximately 350'.

B. The right-of-way width is 50' (25' on either side of the centerline) with
a 20-foot wide running surface.

C. Maximum grade will be less than 2%.

D. No turnoutsare planned.

E. The new road will be crowned, ditched and dipped to provide
adequate drainage.

F. A single culvert will be needed with a minor fill. No bridges or major
cuts or fills will be needed..

G. Surface material will be native to the area.

H. No gates or cattleguards will be needed. Nor will any existing facilities
be modified.

l. The proposed road was flagged when the location was staked.

J. The authorized officer willbe contacted at least 24 hours in advance
of commencement of construction of the access road and well pad.

3. Location of Existing Wells:

No wells of any kind are located within 1 mile of the proposed well location.

4. Location of Existing and/or proposed Facilities:

There are no existing facilities on or offthe proposed well pad. All proposed
facilities will be contained within the proposed location site (see attached
"Location Layout"). Topographic Map "C" shows the proposed route for a gas
line to be co-located in the access road
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Wind River Resources Corp.
North HillCreek 6-11-15-20

A & B. The operator willsubmit information concerning proposed on and
off well pad facilities once production has been established by applying for
approval of subsequent operations.

5. Location and Type of Water Supply:

A. Water willbe taken at a point of diversion at Santio Crossing from
Willow Creek in the SESE Section 29-T12S-R21E, SLB&M. This
water will be taken under the terms of a Permit for Use ofWater to be
approved by the Ute Indian Tribe.

B. Water willbe transported by truckon the Agency Draw and Flat Rock
Mesa roads.

C. No water well willbe drilled.

6. Source of Construction Materials:

A. It is not anticipated that any construction materials will be needed for
the drilling phase of this project. Gravel, shale or road base materials
needed to upgrade access roads willbe obtained from private sources
and hauled to the area.

B. The entire well site and all access roads to be upgraded or built are
located on lands held in trust by the federal government for the Ute
Indian Tribe.

C. All construction materials used in building the well pad and access
road willbe native materialaccumulated during construction. In the
event that additional materials are needed, they willbe obtained from
a private source.

7. Methods for Handling Waste Disposal

A. Drillcuttings will be buried in the reserve pit.

Sewage waste will be contained in portable chemical toilets serviced
by a commercial sanitary
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Wind River Resources Corp.
North HillCreek 6-11-15-20

Garbage and trash will be contained in a trash basket and hauled to a
sanitary landfill.

Salt and chemicals willbe kept in proper containers and salvaged for
future use or disposed of at an approved facility.

B. Drilling fluids willbe contained in the reserve pit and mud tanks. To
the extent possible, drilling fluids and water will be saved for use at
future drilling locations. Unusable drilling fluids and water will be
disposed of in an approved manner upon the completion of the well.

C. The reserve pit willbe lined with 12 mil plastic nylon reinforced liner
installed over sufficient bedding material to cover any exposed rocks.

The pit wi\\ be fenced on three sides with 39" net wire, topped with a
minirnumof one stand of barbed wire. All wire will be stretched prior to
attachment to the corner posts. The fourth side will be fenced when
drilling activities are completed to allow drying.

8. Ancillary Facilities:
No camp facilities or air strips will be built. All living and office facilities
will be confined to the,drillinglocation as shown on the "Location
Layout" diagram.

9. Well Site Layout:

A. - Refer to attached "Typical Cross Section" diagram for cuts and fills
and relation to topography

B. Refer to "Location Layout" diagram for location of mud tanks, reserve
and flare pits, pipe racks, living facilities and top soil stockpiles.

C. Refer to "Location Layout" diagram for rig orientation, access road and
parking area. Parking area will be on the south side of the location.

10. Plans for Restoration of the Surface:

A. Producing well
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Wind River Resources Corp.
North HillCreek 6-11-15-20

i. Immediately upon well completion the location and surrounding
area willbe cleared of all unused tubing,equipment, debris',
materials, trash and junk not required for production.

ii. Immediately upon well completion any hydrocarbons on the
reserve pit willbe removed and disposed of properly.

iii. The reserve pit and that portion of the location not needed for
production facilitiesloperations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within 90 day of the date of well completion. Before any dirt
work takes place, the reserve pit must be completely dry and all
can, barrels, pipe, etc, removed. The liner willbe perforated
and torn prior to backfilling.

iv. Access roads willbe upgraded and maintained to prevent
erosion and accommodate year-round traffic.

v. All disturbed areas not needed for operations will be seeded
with the mixture required by the BIA in the manner specified by
the BIA.

B. Dry Hole/Abandoned Location

At such time as it is determined that the well is to be plugged and
abandoned, the operator will submit a subsequent report of
abandonment to the BLM and the BIA. The BLM will attach plugging
conditions of approval, and the BIAwill attach conditions of approval
for the restoration of the surface.

11. Surface Ownership:

Access roads and location are held in trust for the Ute Indian Tribe by the
United States. The operator has applied for a Mineral Access Agreement
with the BIA and submitted payment for damages as specified in its
Exploration and Development Agreement with the Ute Indian Tribe.

12. Additional Information:

A. The operator will inform all persons in the area who are associated with
this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If
historic or archaeological materials are uncovered during construction,
the operator will immediately stop work that might further disturb such
materials, and will inform the assigned monitor and the authorized officer
(AO) at the BIA. Withinfive workingdays the AO willinform the operator
as
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Wind River Resources Corp.
North HillCreek 6-11-15-20

• Whether the materials appear to be eligible for the National Register of
Historic Places;

• The mitigation measures the operator will likely have to undertake before
the site can be used (assuming in situ preservation is not necessary; and

• A time frame for the AO to complete an expedited review under 36 CFR
900.11 to confirm, throughthe State Historic Preservation Officer, that the
findings of the AO are correct and that mitigation is appropriate.

If the operator wishes at any timeto relocate activities to avoid the
of mitigation and/or the delays associated with this process, the AO will
assume responsibility for whatever recordation and stabilization of the
exposed materials may be required. Otherwise, the operator willbe
responsible for mitigation costs. The AO will provide technicaland
procedural guidelines for the conduct of mitigation. Upon verification from
the AO that required mitigation has been completed, the operator will be
allowed to resume construction.

& Less than 10,000 pounds of any chemical(s) on EPA's Consolidated
List of Chemicals Subject to Reporting Under Title Ill of the Superfund
Amendments and Reauthorization Act (SARA) of 1986, and less than
threshold planning quantity (TPQ) of any extremely hazardous
substance(s), as defined in 40 CFR, would be used, produced,
transported, stored, disposed of, or associated with the proposed
operation.

13. Lessee's or Operator's Representative and Certification:

Marc T. Eckels, Vice President
Wind River Resources Corporation
Route 3 Box 3010
Roosevelt, UT 84066
Office - 435-722-2546
Fax - 435-722-5089
Cell - 435-823-2546
Home - 435-722-3714

I hereby certify that l, or persons under my direct supervision, have
inspected the proposed drillsite and access road; that I am familiar
with the conditions which currently exist; that the statements made in
this plan are true and correct to the best of my knowledge; and
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Wind River Resources Corp.
North HillCreek 6-11-15-20

the work associated with the operations proposed here will be
performed by Wind River Resources Corporation, and its contractors
and subcontractors in conformity with the plan and the terms and
conditions under which it is approved. This statement is subject to the
provisions of 18 U.S.C. 1001 for the filing of a false statement.

June 18, 2001
Date Marc T. Eckels

Vice President

The onsite inspection for this well was conducted on May 30, 2001.

Participants in the onsite inspection were:

Ferron Secakuku, Ute Indian Tribe EMRD
Alvin Ignacio, Ute Indian Tribe EMRD
Manuel Myore, BIA
Greg Darlington, BLM
Robert Kay, Uintah Engineering & Land Surveying
Jim Truesdale, AIA (archaeological consultant)
John Edward Fausett, Fausett, Inc.
Jim Justice, J & L Oilfield Service, Inc.
Mike Hancock, Key Energy Services, Inc.
Marc Eckels, Wind River Resources
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. WIND RIVER RESOURCES CORP.

NORTH HILL CREEK #6-11-15-20
LOCATED IN UINTAH COUNTY, UTAH

SECTION 11, T15S, R20E, S.L.B.&M.

PHOTO: VIEW FROM CORNER #1 TO LOCATION STAKE CAMERA ANGLE: NORTHWESTERLY

I

IJ.TU•H-DIT&M I

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHERLY

Uintah Engineering & Land Surveying LOCATIONPHOWS 5 2 0 1 mom
85 South200 East Vernal,Utah 84078 m DAY ma

- smeei .

435-789-1017 uels@uelsinc.com TAKENBYD.K. DRAWNBY:PM ED:



O O/ WIND RIVER RESOURCES CORP.
LOCATION LAYOUT FOR

*' NORTH HILLCREEK #6-11-15-20
SECTION 11, T15S, R20E, S.L.B.&M.

1340' FNL 2180' FWL
Approx.

e Toe of
Fill Slope

E-0. J' Sta. J+50
SCALE: 1" =

50. B. 41.5'

DATE: 5-25·-01
DRAWN BY: D.COX F-0.8 F-2 1

E 41.0' U. J9.7

HOTE:
F/are Pit is to
be located a min.
of 100' from the

PIPE RACKS

C-1.4
B. 412

- 0 '

C- 12 E/. 42. 7'

O. 44. J' 000
80' HOUSE(Btm P/Û 37 - -- 125' Sta. 1+75

- \ \ \ - C- 0. 1'
- Sta. 1+50

E/. 4 1.9 '
2 en cn
Lu -

o .

-- o --

- RESERVE PITS -

(10' Deep) -
- - S TOILET

Pit Capacity With MUD TANK 1
2' of Freeboard is ¯ ' te -

7, 120 Bb/s. a j o
n MUD TANK 2 O 2 a

-- -
- , o

FUEL

MUD VAN

C-1J.6' C-25
B. 45.4' E/. 44.J'
(stm. Pid . . C-1.9' E- 0. 4417

E 4
5' E/. 41.4'

Sto. 0+00Approx.
Top of
Cut Slope

Proposed Access
Road

E/ev. Ungraded Ground at Location Stake 7442.7,' UINTAH ENGINEERINc LAND SURVEYINC
Bev Graded Ground at Location Stoke /.0 as so. zoo rest • vernal. Utah 84078 • (435)
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WIND RIVER RESOURCES CORP. tillnify

TYPICAL CROSS SECTIONS FOR SURX-Section .·•••

.scale NORTH HILL CREEK #6-11-15--20
.

,, , SECTION 11, T15S, R20E, S.L.B.&M. w :1 = 50 · -

1340' FNL 2180' FWL .· x =
DATE: 5-25-01 ·°

DRAWN BY: D.COX ..

37°
125'

S/ope = 1 1/2:1
Einished Grade (Typ.)

FILL /LL

SM. J+50

10 80° 37 125'

LOCA T/0N STAKE
----

----
----

-
.......-...

___ ___

CUT

CUT
SM. 1+75

l'

10 80' 37 125°

37 125'
Preconstruction
Grade

----
. CUT

APPROXIMATE YARDAGES EXCESS MATERIAL AFTER

CUT 5% COMPACTION = J,590 Cu. Yds.

(12") Topsoil Stripping = 2,560 Cu. Yds Topsoil & Pit Bockfill = 3,590 Cu. Yds.
(1/2 Pit Vol.)

Remaining Location = J,270 Cu. Yds.
EXCESS UNBALANCE = 0 Cu. Yds.

TOTAL CUT = 5,830 CU.YDS (After Rehabilitation)

FILL = 2, 1]O CU .YDS UINTAH ENGINEERING & LAND SURV EYING
85 So. 200 Ekast * Vernal, Utah 84078 * (435)
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T14S PROPOSED LOCATION:

T15S
ORTII WIL CREEK 15 0

SEE T PO "B

LEGEND: WIND RIVER RESOURCES CORP.
PROPOSED LOCATION N NORTH HILL CREEK #6-11-15-20

SECTION 11, T15S, R20E, S.L.B.&M.
1340' FNL 2180' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I c 5 22 0185 South 2OO East Vernal, Utah 84678 M A P na ma(435) 789-1017 * FAX (435) 789-1813

SCALE:1:100,000 DRAWNBY:P.M. REVISED:00-W-00



1 ISH PIPELME L 74

3

452 PROPOSED LOCATION: 12
e s NORTH HILL CREEK #6 11-15-20

7447 T14S
T15S

2E0

APPROXIMATE TOTAL PIPELINE DISTANCE = 10,620' +/-

LEGEND: WIND RIVER RESOURCES CORP.
------ EXISTTNGPIPELINE N NORTH HILL CREEK#6-11-1520
--------- PROPOSED PIPELINE SECTION 11, T15S, R20E,
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T14S

PROPOSED LOCATION
7447 LC #

1

LEGEND: WIND RIVER RESOURCES CORP.
----------- PROPOSED ACCESS ROAD N NORTH HH L CREEK #6-11-1920

EXISTING ROAD SECTION 11, T15S, R20E, S.LB.&M.
-------- EXISTING ROAD NEEDS UPGRADED

-
1340' FNL 2180' FWL

Uintah Engineering & Land Surveying T 0 P 0 GR A PH 1 c 5 22 1 1
SS South 200 Ens.t Vernal, Utah 84078 M A P DAY YFAR(435) 789-1017 * FAX (435) 789-1813

SCALE:1"= 2000' DRAMBY:EK



b. 35 WIND RIVER RESOURCES, CORP.

LOCATION DAMAGE AREA
- 80.00 (G.L.O.) Ti4 S

Ti5S & CORRIDOR RIGHT--OF--·WAY
ON UTE TRIBAL LANDS

(For NORTH HILL CREEK #6--11-15-20)
DOR RIGHT-OF-WAY ON UTE TRIBAL LANDS LOCATED IN
llGHT-OF-WAY IS 10622.65' OR 2.012 MILES. W1DTH OF SECTION 34, T14S, R20E, S.L.B.&M. &
50' (25' PERPENDICULAR ON EACH SIDE OF THE CENTERLINE) SECTIONS 3, 10 & 11 T15S, R20E, S.L.B.&M.3RES MORE OR LESS. ' '

UINTAH COUNTY, UTAH

ENGINEER'S AFFIDAVIT

N
VORN DEPOSES AND STATES THAT HE IS THE REGISTERED LAND SURVEYOR,
1AT THESE SURVEYS WERE MADE BY HIM (OR UNDER HIS SUPERVISION):THAT

THE SURVEYS OF THE DAMAGE AREA AND CORRI ÅÍ WAY AS
THAT THIS MAP WAS PREPARED UNDER HIS DIR REAND FIELD

i, 2.012 MILES IN LENGTH BEGINNINGAND ENDI OWN• S MAP IS o o o

R ISTEREDjÇgD S R SC A LE
R TRA.TION NO.
ST AM••

OF
una DAMAGE AREA DESCRIPTIONACKNOWLEDGEMENT

BEGINNING AT A POINT IN THE SE 1/4 NW 1/4 OF SECTION 11, T15S, R20E, S.L.B.&M.
WHICH BEARS S53°46'47"E 2651.52' FROM THE NORTHWEST CORNER OF SAID SECTION

N BEFORE ME THISEDAY OF 2001 11, THENCE N49°25'34"W 258.94'; THENCE N40°34'26"E
400.00'; THENCE S49°25'34"E

/ \ 292.00'; THENCE S40°34'26"W 400.00'; THENCE N49°25'34"W 33.06' TO THE POINT OF
/ BEGINNING. BASIS OF BEARINGS IS THE WEST LINE OF THE NW 1/4 OF SECTION 11,

T15S, R20E, S.L.B.&M. WHICH IS ASSUMED FROM G.L.O. INFORMATION TO BEAR NO°01'W.
CONTAINS 2.681 ACRES MORE OR LESS.

P bcIV AHyg gyg
3379 East5000 South

e Vemal, Utah84078i 'y / WCommmEM- I CORRIDOR RIGHT-OF-WAY DESCRIPTIONAPPLICANT'S CERTlFICATE L '" ' ËUÃ'Sh f... ..••------a. A 50' WIDE RIGHT-OF-WAY 25' ON EACH SIDE OF THE FOLLOWINGDESCRlBED CENTERUNE.
CERTIFY THAT I AM THE AGENT FOR WIND RIVER RESOURCES, CORP. HEREINAFTER

ERT L. KAY WHO SUBSCRIBED TO THE FOREGOINGAFFIDAVIT, IS EMPLOYED BEGINNINGAT A POINT IN THE SE 1/4 SE 1/4 OF SECTION 34, T14S, R2OE, S.L.B.&M.
oR AND THAT HE WAS DIRECTED BY THE APPLICANT TO SURVEY THE LOCATION WHICH BEARS NO2°21'59"W 5391.12' FROM THE NORTHWEST CORNER OF SECTION 11,



VfGHT OF WAY ARE ACCURATELY NEPNL5tNitUUN Iril3 -r. ·• • --, -«--·- -- ··- -- -

4TEO ON THIS M.AP HAS BEEN ADOPTED BY THE APPLICANT AS THE DEFINITE - CORNER OF SECTION 11, T15S, R20E, S.L.B,&M. THENCE S14'57'58"W 145.52'; THENCE

EBY SHOWN; AND THAT THE MAP HAS BEEN PREPARED TO BE FILED WITH THE S16 50'40"W 160,05'; THENCE S19 34'06"W 158.60'; THENCE S23°32'31"W 171.60'; THENCE

JLY AUTHORIZEDREPRESENTATIVE AS PART OF THE APPLICATION FOR SAID S28 33'43"W 100.76'; THENCE S41 02'01"W 55.37'; THENCE S49°03'30"W 259.53'; THENCE

3PLICANT, ITS SUCCESSORS AND ASSIGNS, WITH THE RIGHT TO CONSTRUCT, S3529'36"W 53.11'; THENCE S24°38'07"W 110.11'; THEN.CES18°51'27"W 29.99'; THENCE

THEREON AND THEREOVER, FOR SUCH PURPOSES, AND WITH THE FURTHER S24 27'52"W 317.60'; THENCE S34 52'02"W 426.58'; THENCE S32°56'09"W 101.50'; THENCE
)RS AND ASSIGNS TO TRANSFER THIS RIGHT-OF-WAY BY ASSIGNMENT S2903'59"W 165.37'; THENCE S2507'25"W 396.41'; THENCE S1641'45"W 117.01'; THENCE

SO2'03'53"W 112.50'; THENCE SOO41'05"E 208.94'; THENCE SO315'08"W 170.12'; THENCE
SO4°51'24"W 149.27'; THENCE S10 48'12"W 123.76'; THENCE S14 11'25"W 357.83'; THENCE
S14'30'46"W 243.38'; THENCE S10 32'40"W 84.36'; THENCE SO8 36'43"W 188.51'; THENCE

- • APPLICANT SO5°27'41"W 157.94'; THENCE S12 25'42"W 59.77'; THENCE $19 00'50"W 59.01 ; THENCE
S22°14'58"W 195.69'; THENCE Si516'05"W 73.16'; THENCE $13 31'14"W 315.27'; THENCE
S44°20'05"E 176.29'; THENCE $45 41'47"E 258.55'; THENCE S44°41'09"E 187.69 TO A POINT

ON THE SOUTH LINE OF SECTION 10, T15S, R20E, S.L.B.&M. WHICH BEARS S89 54'W

TITLE 1546.52' FROM THE NORTHWEST CORNER OF SAID SECTION 11, THENCE S44°41'09"E 80.20';
THENCE S42 01'11"E 99.21'; THENCE S40 17'27"E 188.11'; THENCE S43°14'36"E 367.41';
THENCE S52'54'12"E 22.10'; THENCE S57°15'38"E 83.50'; THENCE S62°48'03"E 143.14';

THENCE S67°17'24"E 133.55'; THENCE S54°28'01"E 34.70'; THENCE S52°47'03"E 17.30';

- 80.04 (G.L.O.) THENCE S33°17'35"E 182.91'; THENCE S32°39'43"E 344.48°; THENCE S24 18'27"E 94.96';
THENCE S3TS9'12"E 36.17'; THENCE SS4°45'35"E 30.97'; THENCE S72°30'35"E 32.13';
THENCE S79°16'19"E 70.85'; THENCE S76°32'32"E 202.72' TO A POINT ON THE WEST LINE
OF THE NW 1/4 OF SAID SECTION 11, WHICH BEARS NOO'01'W 1396.50' FROM THE
NORTHWEST CORNER OF SAID SECTION 11, THENCE S76°32'32"E 610.25'; THENCE
$76°53'10"E 381.93'; THENCE S76°32'49"E 968.09'; THENCE S76°33'05"E 79.00'; THENCE
S78°34'07"E 103.82'; THENCE NO9°21'09"E 326.94' TO A POINT LOCATED IN THE SE 1/4 NW

1/4 OF SECTION 11, T15S, R2OE, S.L.B.&M. WHICH BEARS S53°46'47"E 2651.52' FROM THE
NORTHwEST CORNER OF SAID SECTION 11. BASIS OF BEARINGS IS THE WEST LINE OF THE
NW 1/4 OF SECTION 11, T15S, R20E, S.L.B.&M. WHICH IS ASSUMED FROM G.L.O.
INFORMATION TO BEAR NO°01'W. CONTAINS 12.193 ACRES MORE OR LESS.

NOR7H H/LL CREEK
/6-11-15-20
Contoins 2.681 Acres CERTIFICATE

THIS IS TO CERTIFY THAT THE ABOVE PL ROM

RELD NOTES OF ACTUAL SURVEYS MA

NE 1/4 SUPERVISION AND THAT THE SAME A NO'CORR E
BEST OF MY KNOWLEDGEAND BEUE .•

.

END OF PROPOSED REGI ATlÔN NO 19 •

CORR/DOR R/GHT OF- MY
ST^

STA. 106+22.65 F
(At Edge of Domoge Areo)

Igigitt

UINTAH ENGINEERING & LAND SURVEYING
85 SOUTH - 200 EAST • (435) 789-1017

°° VERNAL, UTAH - 84078
ao

SCALE DATE

y 1" = 500' 5-29-01

o PARTY REFERENCES

ec 1 D.K. R.W. D.COX G.L.O. PLAT
WEATHER FILE

WARM 3 1 8 3



Sec. 34 BEGINN/NG OF PROPOSEd
Se

CORRIDOR R/GH7- OF- WAY
STA. 0+00 't

(At Existing Corridor R-O-W) i

S89 54'W - 80.00 (G.L.O.) posi.. ovezos

S89°54'W

P.l. 2+42.58

P.I. 4+02.63

P.L 5+61.23 TOTAL CORRI

Ute s.,. 2.22.sa UNE TABLE
P.L 8+33.59 UNE DIRECTION LENGTH TOTAL LENGTH OF ·

P.L 8+88.96 L1 S14 5758"W 97.06'
L7 L2 S1457'56"W 145.52

RIGHT-OF-WAY IS

P.1. 11+48.49
L3

S1650'40°W 160.05' CONTAINS 12.193 A
L4 S19 34'06"W 158.60'

P.I. 12+01.60 L9 L5 S2332'31"W 171.60'

P.I. 13+11.71 L6 S26 33'43"W 100.76'

P.I. 13+41.70 L11 L7 S4102°0t"W 55.37'
L8 S49 03 30"W 259.53'
L9 S35 29°36"W 53.11'
L10 S24 38'07"w 110.11

NE 1 74 Lil S18 51 27"W 29.99'
/ P.l. 16+59.30 L12 S2427'52"W 317.60 STATE OF UTAH )

L13 S34 52'02"W 426.58
L14 SJ25609"W 101.50

COUNTY OF UINTAH )
L15 S29'03'59"W 165.37'
L16 S25'07'25"W 396.41' ROBERT L. KAY, BEING FIRST DULY S

P.I, 20+85.88 ,
.WW

11 .50

. FOR WIND RIVER RESOURCES, CORP., i

P.l. 21+87.38 L19 SOO41'05"E
208.94. HE HAS EXAMINEDTHE FIELD NOTES C

L20 SO315'06"W 170.12' DESCRIBED AND SHOWN ON THIS MAP,

P-l. 23+52.75
L21 SO451'24"W 149.27 NOTES; AND THAT SAID RIGHT-OF-WA

L22 S10'48'12"W 123.76' ACCURATELY REPRESENTED.
L23 S14 11 25"W 357.83'
L24 S14'30'46"W 243.38'
L25 S10'32'40"W 84.36
L26 SO8°36'43"y 188.51'

P.I. 27+49.16
L27 SOS'g7'41"W

157.94°

L28 S12°25'42"W 59.77

P.L 28+66.17
L29 S1900'50"W 59.01'
L30 372 14'56"W 195.69'

P.l. 29+78.67
L31 S15'16'OS"W 73.16'
L32 S1331'14"W 315.27

Se c. 3 co -- L33 544'20'05"E 176.29'
L34 S45'41'47"E 258.55'

P.I. 31+87.61 L35 S44°41'09"E 187.69'
L36 S44°4109"E 80.20' SUBSCRIBED AND SWC

L37 S42°01 11"E 99.21'
P.I. 33+57.73 L38 S40'1727"E 168.11 ;

L39 S43'14'36"E 367.41' /

P.L 35+07.00
L40 SS2'54'12°E 22.10' MY COMMISSION EXPIRES L idf4

L41 SST15'38"E 83.50'

P.L 36+30.76
L42 S62 46'03"E 143.14'

Ute e4a serir24"E 133.55
L44 S54 28'01"E 34.70'
L45 S52°4703"E 17.30'
L46 S33°1735"E 182.91'
L47 S32°39'43"E 344.48'

P.I. 39+88.59 L48 Sg418'27"E 94.96'
£49 S3T59'12"E 36.17' I 00 HEREE

5 s 23 3
DESIGNATEDTHE APPLK ANT; THAT R(

,-- -c -m av BY THE APPLICANT AS A LAND



P.I. 43+16.33 Lo S76°323TE 202.72 Ur,TTI.Tonmme as..m

L54 S76°N'32"E 610.29' AT STA. 106+22.65, THAT SAID DAMAI

SE 1/4 '55 S76°53'19"E 3§1.93 MAP; THAT SUCH SURVEY AS REPRESI
P,l. 45+04.84

.
L56 S76°32 49"E 968.09' LOCATION OF THE RIGHT-OF-WAY THE
LS7 S76'33'05"E 79.00°. SECRETARY OF THE INTERIOR OR HIS I
L58 S78°34'07"E 103.82

,
RIGHT-OF-WAY TO BE GRANTED THE ,

P.I. 46+62.78 L59 NO9°21'09"E 326.94
P.I. 47+22.55

L28 L60 N4925)4"W
258.94· MAINTAIN, AND REPAIR IMPROVEMENTS,

P.l. 47+81.56 L29 L61 N40'34'26"E 400.00' RIGHT IN THE APPLICANT, ITS SUCCES!
L62 S4920'34"E 292.00' GRANT, OR OTHERWISE.
L63 S40 34'26"W 400.00'

P.I. 49+77.25 Ûefiter//fle Of ÑTOp0Sed L64 N4925'34"W 33.06
P.I. 50+50.41 Corridor Right--of- Way

P.I. 55+41.97

1960 End Cap,
Pile of Stones,

P.I. 58+00.52 ;- - - - - - - - - 1546.52 - - - - cedor Post,

P.O.S.L 59+88.21 / Set Marked Stone
S89°58 Y

S89 54'W - 30.10 (G.L.O.) P.L 60+68.41
L36L37

P.I 61+67.62

P.l. 63+55.73

P.I. 67+23.14 I
P.L 67+45.24 I

P.l. 68+28.74 's Ute
Ute L40 VI P.I. 69+71 818+05.43

L4
L4471+57.43

P.I. 71+22.73
P.I. 73+40.34 I

P I. 76+84 82 L48 /

NE 1/4 ,",

L49

L \ 4
L50 x y wei

P.L 78

L52

L

d LSS
P f. 79+49.90

o o L64
LS6 LS8

L57
+

Ute

Set Marked Stone,
Pipe W/ËndCap

Sec. 10
i¢ Eau of

= SECTION CORNERS



WORKSHEET
OAPPLICATION

FOR PERMIT TO DRI

APD RECEIVED: 06/19/2001 API NO. ASSIGNED: 43-047-34133

WELL MAME: N HILL CREEK 6-11-15-20

OPERATOR: WIND RIVER RESOURCES ( N1850 )

CONTACT: MARC ECKELS PHONE NUMBER: 435-722-2546

PROPOSED LOCATION:
INSPECT LOCATN BY: / /

SENW 11 150s 200E

SURFACE: 1340 FNL 2180 FWL Tech Review Initials Date

BOTTOM: 1340 FNL 2180 FWL
Engineering

UINTAE

WILDCAT ( 1 ) Geology

LEASE TYPE: 2 - Indian Surface

LEASE NUMBER: 14-20-H62-4917

SURFACE OWNER: 2 - Indian

PROPOSED FORMATION: WSMVD

RECEIVEDaAND/OR REVIEWED: LOCATR N SITIN

nd: Fed[] Ind[2] Sta[] Fee[] R649-3-2. General
(No. $$$g § ) S ting: 460 From Qtr/Qtr & 920' Between Wells

Potash (Y/N) R649-3-3. Exception
Oil Shale (Y/N) *190-5 (B) or 190-3

Water Permit Drilling Unit

No. ~~'
•

.

- Board Cause No:
Eff Date:

RDCC Review (Y/N)
Siting:

(Date: )

Fee Surf Agreement (Y/N) R649-3-11. Directional Drill

COMMENTS:



O
OPERATOR: WIND RIVER RESOURCES (N1850)

SEC. 11, T15S, R20E

FIELD:WILDCAT(001)
. . COUNTY: UINTAH SPACING: R649-3-3/EX LOCUtah OilGas and Mining

T15S R20E

N HILLCREEK 6-11 15-20

PREPARED BY: LCORDOVA
DATE:



01/01/1994 13:00 4357225089 APPLIED DRILLING SV PAGE 01

O O

FAXTRANSMITTAL

MARCT. ECKELS
WINDRIVER RESOURCES CORP.

ROUTE 3 BOX 3010
ROOSEVELT, UTAH84066

435-722-2546 (office)I 435·722-5089(fax)
435-823-2546(moblie) / 435-722-3714 (home)

e·mail: mte@ubtanet.com

Date: 6-28·01
To: Lisha Cordova
Company: Utah DOG&M
Location: SLC ggg 2001
Fax #: 801-359-3940
Pages including Cover Page: 3

Digga,0Assimale
Dear Lisha-

Attached is the signed water use permit from the Ute Tribe for our North Hill Creek
6-11-15-20 well. We also received the BIA approval and letter of concurrence
yesterday, so BLM approval should come soon. I would appreciate a call or an e-
mallconfirmingyour receipt of this.

Thank



01/01/1994 13:00 4357225089 APPLIED DRILLING SV PAGE 02

UTE INDIAN TRIBE ¯

UINTAH AND OURAYRESERVATION O
FT. DUCIIESNE, UTAH 84026

JUN2 8 200\
PERMlT FOR USE OF WATER

DIVOFM.GASat-is
1. Permission is granted to wind River Resources Corporation ,

hereinafter referred to as Permittee, by the Ute Indian Tribe, hereinafter
referred to as Pennitter, to enter upon Indian owned trust landstodraw
water for the purpose of an oil and/or gas well drillingoperation located
in SE¼NW#..Section 11-T15S--R20E water to be drawrt from
Willow Creek at Santio crossing, SE¼SE¼ Section-29-Tl25-R21E

.

2. In consideration of the water claimed by the Ute Indian Tribe, the
Permittee will pay the sum of $2, 150 .oo by check, payable to the Ute
Indian Tribe.

3. The Permittee Agrees:

A. The Permittee can make no guarantee as to amount of or time of year
that such water will be available. It is understood that availability is
totally dependent on the natural supply of water.

B. All facilities including,but not limitedto pipe and purmps, installed by
the Permittee mustbe of such natureand designso as not to inany
way interfere with the delivery of irrigation water.

C. Upon completion or apparent abandonment of the oil and/or gas well
for which this drillingpermit is granted, the Permitttee will repair any
damages and remove or be responsible for the cost of removal or any
facilities installedbythe Permittee.

D. LIABILITY: Permitteeis liable for all damages that result fromhis
operations, or for injury to the Permitteror his property, including
livestock; to lessees,licensees and surfàce owners. The Permittee
agrees to save and hold harmless the Permitter and UrxitedStateand
its officers, representatives and employee, and the surface owners or
their tenants from all suits for injury or claim fordamage to persons
and property from the Permittee's operations under this



. 01/01/1994 13:00 4357225089 APPLIED DRILLING SV PAGE 03

E. BOND: To guarantee performanceunder this permit, a bond is to be
furnished as
follows: Personal Bond in the amount of $150.000. was filed i n
conjuntion with Exploration & Development Agreement _1.4-20-H62-4917.
with the BIA 10--12-00.

F. TERMS: Permittee is granted use of water subjectto conditions
hereinabove stated for a period beginning with the data.of approvel of
this permit, and ending upon completion of the well or 90 daysafter
the date of approval of this permit (which ever comes first).

G. All conditions of this permit are thoroughlyunderstood and onlythose
specifically stated herein are includedto be granted.

H. Issue copy of permit to each water hauler.

I. Remind company personnel that carrying firearmswhile on the
Uintah and Ouray Reservation is prohibited.

PERMITTEE:
ByWind Ar Reso rporation

NAME TITLE
Marc T. Eckels, Vice President

ATTEST: PERMITTER:THE UTEINDIAN TIRBE

Secretary.Uintahand Ouray CËa: n, Uintah Ouray Tribal
TribalBusinessCommittee Busin Committee



e 4
O State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Kathleen Clarke
Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

June 28,499‡- '2Œ)Í

Wind River Resources Corporation
Route 3 Box 3010
Roosevelt, UT 84066

Re: North Hill Creek 6-11-15-20 Well, 1340' FNL, 2180' FWL, SE NW, Sec. 11,
T. 15 South, R. 20 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-34133.

Sincerely,

hn R. Baza
Associate Director '

er
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, District



O O

Operator: Wind River Resources Corporation
Well Name & Number North Hill Creek 6-11-15-20

API Number: 43-047-34133
Lease: 14-20-H62-4917 (E&D Agreement)

Location: SE NW Sec. 11 T. 15 South R. 20 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to
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Form 3160-3 FORM APPROVED
(August 1999) .-. OMB No. 1004-0136

F L D Expires November 30, 2000
UNITED STATES '

DEPARTMENT OF THE INTERIOR 5. Lease Serial No. .

BUREAU OF LAND MANAGEMENT 264 1 14-20-H62-4917 (E&D Agreemen

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. If Indian, Allottee or Tribe Name

Ute Indian Tribe
7. If Unit or CA Agreement, Name and No.

La. Type of Work: DRILL Ü REENTER Nß
8. Lease Name and Well No.

lb. Type of Well: Å Oil Well Ë Gas Well Other Ü Single Zone O tvlultipleZone NORTH HILL CREEK 6-11-15-20
2. Name of Operator 9. API Well No.

WIND RIVER RESOURCESCORPORATION
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

ROUTE 3 BOX 3010, ROOSEVELT, UT 84066 435-722-2546 Exploratory
Location of Well (R<.p < mion clearly and in accordance with any State requirements *) 11. Sec., T., R., M., or Bik. and Survey or Area

Atsurface 1,340' FNL & 2,180' FWL (SE¼NW¼) Sec. 11, Tl5S, R20E, SLB&M
At proposed prod. zone

14. Distance in miles and direction from nearest town or post office* 12. County or Parish l3. State
52 miles SSE of Ft. Duchesne, 63 miles SSW of Vernal UINTAH UTAH

15. Distance from proposed* 16. No. of Acres in lease. 17. Spacing Unit dedicated to this well
location to nearest 1, 340 '
property or lease line, a· WILL EARN640 40(Also to nearest drig. unit line, if any)

18. Distance from proposed location* 19. Proposed Depth 20. BLMiBIA Bond No. on file
to nearest well, drilling, completed, Personal Bond (Zions Bank Letter of
applied for, on this lease, ft. N/A 5, 000 ' Credit) filed with BIA 10-12-00

2 L Elevations (Show whether DF. KDB, RT, GL, etc.) 22, Approximate date work will start* 23. Estimated duration
7,443' (GL) ·Upon approval 3 weeks

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the a(>propriateForest Service Office). 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Sigm r Name (Printed/Typed) Date
Marc T. Eckels 6-18-01

Title

Name (Printed/Typed) ate

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject leas wipiegwq det th p 1e to conduct

operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to a y depyrt est ency of ti

States any false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*thtstructions on
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COAs Page 1 of 9

WellNo.: NORTHHILLCREEK 6-11-15-20

CONDITIONSOF APPROVAL
APPLICATIONFOR PERMIT TO DRILL

Company/Operator: Wind River Resources Corporation

Well Name & Number: North HillCreek 6-11-15-20

AP1Number: 43-047-34133

Lease Number: 14-20-H62-4917

Location: SENW Sec. _1_1_ T. 15S R. 20E

Agreement: 14-20-H62-4917

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction
of location and access roads.

Location Completion - prior to movingon the drillingrig.

Spud Notice - at least twenty-four(24) hours prior to spuddingthe well.

Casing String and - at least twenty-four(24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four(24) hours prior to initiating pressure
Equipment Tests tests.

First Production - withinfive (5) business days afternew well begins, or
Notice production resumes afterwell has been off

production for more than ninety (90) days.

For more specificdetails on notificationrequirements, please check the Conditions ofApproval
for Notice to Drilland Surface Use
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WellNo.: NORTHHILLCREEK 6-11-15-20

CONDITIONSOF APPROVAL FOR NOTICE TO DRILL

Approvalof this applicationdoes not warrant or certifythat the applicant holds legal or equitable
titleto those rights in the subject lease which wouldentitle the applicant to conduct operations
thereon.

Be aware fire restrictions may be in effectwhen location is being constructedand/or when well
is being drilled. Contact the appropriateSurface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil,Gas, Water, or Other MineralBearinq Zones are
Expected to be Encountered

Report _A_LLwatershows and water-bearing sands to thisofficeprior to setting the
next casing string or requesting plugging orders. Faxed copies of State of Utah
form OGC-8-X are acceptable. Ifnoticeable water flows are detected, submitsamples
to this office alongwith any water analyses conducted.

Allusable waterand prospectively valuable minerals (as described by BLMat onsite)
encounteredduring drilling,willbe recorded by depth and adequately protected. AIIoil
and gas shows willbe tested to determine commercialpotential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimumrequirementsof Onshore Oil
and Gas Order No. 2 for equipmentand testing requirements, procedures, etc., for a _3_M
system and individualcomponentsshallbe operable as designed. Chart recorders shall
be used for allpressure tests.

Test charts, with individualtest results identified,shall be maintainedon location while
drillingand shall be made availableto a BLMrepresentative upon request.

Ifan air compressor is on location and is being utilizedto provide air for the drilling
medium while drilling,the specialdrillingrequirements in OnshoreOiland Gas Order
No. 2, regarding air or gas drillingshall be adhered to. Ifa mist system is being utilized
then the requirementfor a deduster shall be waived.

3. Casinq Proqram and Auxiliary Equipment

Surface casing shallhave centralizers on the bottom three joints,with a minimumof one
centralizerper joint.Surface casing settingdepths are based on ground level elevations
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Well No.: NORTHHILLCREEK 6-11-15-20

As a minimum,the usable water and oil shale resources shallbe isolated and/or
protected by having a cementtop for the production casing at least 200 ft. above the top
of the Mahogany oilshale, identifiedat 528 ft.

4. Mud Proqram and CirculatingMedium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste willnot be used in drilling,testing,
or completion operations.

No chromate additiveswillbe used in the mud system on Federal and Indian lands
without prior BLMapprovalto ensure adequate protection of fresh water aquifers.

5. Corinq, Loqqinq and Testinq Program

Dailydrillingand completion progress reports shall be submitted to thisofficeon a
weekly basis.

AIIDrillStem tests (DST)shallbe accomplishedduring daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiatedduring daylighthours and the rate of
flow is stabilizedand if adequate lighting is available (i.e., lighting which is adequate for
visibilityand vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtainedfrom the AO.

A cement bond log (CBL) willbe run from the production casing shoe to top of the
cement and shall be utilizedto determine the bond quality for the production casing.
Submit a fieldcopyofthe CBLto this office.

Whether the well is completedas a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log" (Form 3160-4) willbe submittednot later than 30 days
after completion of thewellor after completionof operations being performed, in
accordancewith 43 CFR 3164. Two copies of all logs, core descriptions, core analyses,
well-test data, geologic summaries, sample description, and all other surveys or data
obtainedand compiledduring the drilling,workover, and/orcompletionoperations,will
be filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) willbe submitted
when requested by the AO.

6. Notifications of Operations

No location willbe constructed or moved, no wellwillbe plugged, and no drillingor
workover equipmentwillbe removed from a wellto be placed in a suspended status
without prior approvalof the AO. Ifoperations are to be suspended, prior approval of
the AO willbe obtainedand notificationgiven before resumptionof
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WellNo.: NORTHHILLCREEK 6-11-15-20

7. Other Information

All loading lines willbe placed inside the berm surrounding the tank battery.
Alloff-leasestorage, off-lease measurement, or comminglingonlease or off-lease will
have priorwritten approvalfrom the AO.
The oil and gas measurement facilitieswillbe installed on the well location. The oil and
gas meters willbe calibrated in place priorto anydeliveries and tested for meter
accuracyat least quarterly thereafter. The AOwillbe provided witha date and time for
the initialmeter calibrationand allfuture meter proving schedules. A copyof the meter
calibrationreports willbe submittedto theVernal DistrictOffice. Allmeter measurement
facilitieswillconform withOnshore Oil&Gas Order No. 4 for liquidhydrocarbons and
Onshore Oil& Gas Order No. 5 for natural gas measurement.

The use of materialsunder BLMjurisdictionwillconformto 43 CFR 3610.2-3.

There willbe no deviation from the proposed drillingand/orworkover program without
prior approval from the AO. Safe drillingand operatingpractices must be observed. AII
wells, whether drilling,producing, suspended, or abandoned willbe identified in
accordancewith43 CFR 3162.

"Sundry Notice and Report on Wells" (Form3160-5) willbe filedfor approval for all
changes of plans and other operations in accordance with43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oiland Gas RoyaltyManagement Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or allocated to a lease site,
or resumes production in the case of a wellwhich has been off production for more than
90 days, the operatorshallnotifythe authorizedofficer by letter or sundry notice, Form
3160-5, or orallyto be followed by a letter or sundry notice, of the date on which such
production has begun or resumed."

Ifyou failto complywiththis requirement in the manner and timeallowed, you shall be
liable for a civilpenalty of up to $10,000per violationfor each day such violation
continues,notto exceed a maximumof20 days. See Section 109(c)(3) of the Federal
Oiland Gas RoyaltyManagement Act of 1982 and the implementing regulations at Title
43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, priorto the expirationof the originalapproval
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In the event after-hoursapprovalsare necessary, you must contactone ofthe following
individuals:

Ed Forsman (435) 789-7077 (HOME) (435) 646-1685 (PAGER)
Petroleum Engineer

KirkFleetwood (435) 789-6858 (HOME) (435) 646-1678 (PAGER)
Petroleum Engineer

Jerry Kenczka (435) 781-1190 (HOME) (435) 646-1676 (PAGER)
Petroleum Engineer

BLMFAXMachine (435)
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WellNo.: NORTHHILLCREEK 6-11-15-20

EPA'S LISTOF NONEXEMPTEXPLORATIONANDPRODUCTION WASTES

While the followingwastes are nonexempt, theyare not necessarilyhazardous.

Unused fracturing fluids or acids

Gas plant cooling towercleaningwastes

Painting wastes

Oil and gas servicecompany wastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilledchemicals,and waste acids

Vacuum truckand drum rinsate from trucksand drums, transportingor containing nonexempt
waste

Refinery wastes

Liquidand solidwastes generated by crude oiland tank bottom reclaimers

Used equipmentlubricationoils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportationpipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous
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SURFACE USE PROGRAM
CONDITIONSOF APPROVAL (COAs)

Wind River Resources Corporation (Wind River)willassure the Ute Tribe that any/all
contractors and subcontractorshave acquireda current Tribal Business License and have
updated "Access Permits" prior to construction.AIIWind Riverpersonnel, contractorsand
subcontractorswillhave these permits in theirvehicles at all times. Companies thathave not
complied with this COAwillbe in violationofthe Ute Tribal Business License Ordinance, and
willbe subject to fines and penalties.

Wind River employees, representatives, and/orauthorized personnel (subcontractors)shall not
carryfirearms on theirperson or in theirvehicleswhileworkingon the Uintah and Ouray Indian
Reservation.

Wind Riveremployeesand/orauthorizedpersonnel (subcontractors)in the fieldwillhave
approvedapplicableAPDs and/or ROW permits/authorizations on theirperson(s) during all
phases of construction.

Wind Riverwillnotifythe Ute Tribe and Bureau of Indian Affairs(BIA)in writingof any
requested modificationof APDs or Rights-OfWay (ROW). Wind River shallreceive written
notificationof authorizationor denial of the requested modification. Without authorization,Wind
River willbe subjectto fines and penalties.

The Ute Tribe Energy & Minerals Department shallbe notified in writing48 hours in advance of
any construction activity. The Ute Tribal office is open MondaythroughThursday. ATribal
Technician is to routinelymonitor construction.Wind Rivershallmake arrangementswith the
Ute Energy &Minerals Department for all monitoringthat willexceed regular working hours for
TribalTechnicians.

A corridorROW, 30 feet wide, shall be granted for the pipeline. About 350 feet of newaccess
roäd would be constructedin the corridor of the pipeline ROW and the remaining 10270 feet of
the pipeline corridor would be adjacent to existing roads which willbe minimallyupgraded as
described in the APD Surface Use Plan untilproduction is established from this exploratory
well. (One culvertwillbe installed in NENESection 10, etc. see APD) The constructed travel
widthof the new access road willbe limited to 18 feet. Upon authorizationby the Ute Tribe
Energy &Minerals Department, the ROW may be wider where sharp curves; deep cuts and fills
occur;or, where intersections withother roads are required.

At the onsite the Ute Tribe Representative requested that a fire line 20 to 30 feet wide be built
around the pad to reduce fire hazards from drillingoperationsto the surroundingvegetation.

Upon completionof the pertinent APD and ROWs, Wind Riverwillnotifythe Ute Tribe Energy &
Minerals Department for a Tribal Technician to verify the Affidavitof Completion.

Production waters, oil,and other byproducts shallnot be placed on access roads or the well
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Allvehicular traffic,personnel movement, constructionand restoration operations willbe
confined to the areas examined and approved and to the existing roadways and/or evaluated
access routes.

Wind Riverwillimplement "Safety and Emergency Plan" and ensure plan compliance.

Wind Rivershallstop constructionactivitiesand notifypersonnel from the Ute Tribe Energy &
Minerals Department and BIAifcultural remains includingpaleontologic resources (vertebrate
fossils) are exposed or identifiedduring construction.The Ute Tribe Department of Cultural
Rights and Protection and the BIAwillprovide mitigationmeasures prior to allowing
construction.

Wind Riveremployeesand/orauthorizedpersonnel (subcontractors)willnot be allowedto
collectartifactsand paleontologic fossils. No significantculturalresources shallbe disturbed.

Wind Riverwillcontrolnoxious weeds on the wellsite and ROWs. Wind Riverwillbe
responsible for noxious weed controlifweeds spread from the project area onto adjoiningland.

Reserve pits willbe lined withan impervious syntheticliner. A fence willbe constructedaround
the reserve pit until it is backfilled. After the drillingoperationsare completed, excess fluids
shallbe removed from the reserve pit and eitherhauled to an approveddisposal site or shall be
used to drillotherwells. Prior to backfillingthe reserve pit, all remaining fluids willbe pumped
from the pit into trucks and hauled to approved disposal sites. When the reserve pits are
backfilled,the surplusoiland mud,etc., willbe buried a minimumof 3 feet below the surface of
the soil.

A closed system willbe used during production. This means that production fluidswillbe
containedin leak-proof tanks. Allproduction fluidswillbe disposed of at approved disposal
sites.

Surface pipelines willbe constructed to lay on the soilsurface. The pipeline ROW willnot be
bladed or cleared ofvegetation without authorizationof the BIA. Surface pipelines shall be
welded in place at well sites or on access roads. They shallbe pulled into place and assembled
withsuitableequipment. The entire pipeline corridorwillfollow existing and proposed roads.

Buried pipelines shall be buried a minimurnof 3 feet below the soil surface. Afterconstruction
is completed the disturbed area shall be contoured to blend into the natural landscape and be
reseeded following construction with perennial vegetation seed mixture provided by the BIA or
Ute Tribe.

Before the site is abandoned, Wind Riverwillbe required to restore the wellsite and ROWs to
near theiroriginalstate. The disturbed areas willbe reseeded withdesirable perennial
vegetation.

Soil erosionwillbe mitigatedby reseeding alldisturbed
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DIVISION OF OIL, GAS AND MINING .

SPUDDING INFORMATION

Name of Company: WIND RIVER RESOURCES CORP

Well Name: N HILL CREEK 6-11-15-20

Api No.. 43-047-34133 LEASE TYPE: INDIAN

Section 11 Township 15S Range 20E County UINTAH

Drilling Contractor BILL JR RATHOLE RIG #

SPUDDED:

Date 08//07/2001

Time l l:00 AM

How ROTARY

Drilling will commence

Reported by MARK ECKELS

Telephone# 1-435-722-2546

Date 08/28/2001 Signed:
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STATEOF UTAN

FORM6DEPARTMENTOFNATURALRESOURCES
DIVISIONOF OIL, GAS ANDMINING

ENTITYACTIONFORM

Operator. WindAlverResources Corporation
Operator Account Number: N 1850

Address: RouteS Box3010
Roosevelt

4t y UT
7¡p 94086 Phone Number: (435) 722-2546

Vell 1
AÑlNühibeÎ Well Name 00 Sec Twp Rng County4304734133 North Hill Creek 6-11-15-20 SENW 11 108 20E UintahAchoÑÒÑë ÒÑÑtÈntity New Entity Spud Date Entity AssignmentNumber Number Effective DateA 99999 // pg § 8/8/2001 8/8/2001Comments: Wel was spud by air rig setting surface casing. Currentlywaitingon drillingrig.

Well 2

Will Name OQ Sec Twp Rng County4304734186 North HillCreek 11-12-15-20 NESW 12 15S 20E UintahAoÅoÑOSËe 04GnÑntity New Entity Spud Date Entity AssignmentNumber Number Effective Date
A 99999 /// - 8/9/2001 4/9/9991Commente: We I was spud by air rig setting soface casing.Currentlywaltingondrilling rig,

Vel!

ÑNUÑißâÏ Well Name QQ See Twp Rng county
Acàon C nt Èntity New Ëntity Spud Date Entity AssignmentNumber Number EffectiveDate

Comments:

ACTIONCODES:
A - Establish new entity for new well(single wellonly) Marc T. Eckels
B - Add newwelltoexistingentity (groupor unitwell) Name P sa Print)c - Re-assign well from one existing entity to another existing entityD - Re•assign well from one existing entity to a new entity signatureE - Other (Explain in 'comments' section) Vice President 9/4/2001

Tide Date
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FAXTRANSMITTAL

MARCT. ECKELS
WINDRIVER RESOURCESCORP.

ROUTE 3 BOX3010
ROOSEVELT, UTAH84066

435-722-2546 (office) / 435-722•5089(fax)
435-823-2546 (mobile) / 435-722-3714 (home)

e-mail: mte@ubtanet.com

Date: 9-4-01
To: Carol Daniels
Company: DOG&M
Location: SLC
Fax #: 801-359-3940
Pages including Cover Page: 3

Dear Carol:
Attached are the spud notices for the North HillCreek 6-11-15-20 & 11-12-15-20.

Sincerely,

RECEIVED
SEPO4 2001
DIVISION OF

OIL, GAS AND
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WIND RIVER RESOURCES CORPORATION
ROUTE 3 BOX 3010

ROOSEVELT, UTAH 84066
435-722-2546 (office) / 435-722-5089(fax)

e-mail: mte@ubtanet.com

MarcT.Eckels RECEIVED
March 16, 2002

DIVISION OF
John R. Baza, Associate Director OIL, GAS AND MINING
Utah Division of Oil, Gas & Mining
P. O. Box 145801
Salt Lake City, UT 84114-5801

RE: Transmittal of Well Completion Reports and Logs for:
North HillCreek 6-11-15-20
North HillCreek 11-12-15-20

Dear Mr. Baza:

Enclosed for the NHC 6-11-15-20 are:
Well Completion Report
Summary of Petrographic Data for Sidewall Cores
Core Analysis Test Results
Mud Log
High Resolution Induction/GR/SP Log
Spectral Density/Dual Spaced Neutron Log
Borehole Compensated Sonic Log
Magnetic Resonance Imaging Log
Cement Bond Log
Thermal Multigate Decay Log

Enclosed for the NHC 11-12-15-20 are:
Well Completion Report
Mud Log
Cement Bond Log
Thermal Multigate Decay Log

The NHC 6-11-15-20 was our first well in the North Hill Creek Project, so we ran an
extensive suite of open hole logs and took side wall cores. Although we had planned
a similar program for the NHC 11-12-15-20, the condition of this air- and aerated
fluid-drilled hole at TD did not allow open hole logging or coring. Instead, the TMD
log (pulsed neutron) log was run through casing to evaluate the well. The TMD log
was also run in the 6-11-15-20 in order to facilitate interpretation by having the log in
a nearby well with a full suite of open hole
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Table 1, Routine Core Analysis Test Results

Sample Sample . Sample Sample DryBulk Grain Gas Satumtion
Number Depth Length Diameter Poroslty Density Density Permeabillty Water 011 TotalRuld Lithology

(ft) (in) (in) (%) (g/cm3) (g/cm3) (md)

1 4438 1.337 0.913 5.36 2.60 2.746 0.11 78.5 0.0 78.5 ss, Itgy,mgr,sil+cly,pyr
2 4398 1.205 0.914 15.33 2.25 2.657 2.36 94.0 0.0 94.0 ss,vltgy,mgr,cly+sil
3 4390 1.371 0.914 9.58 2.42 2.676 0.15 87.5 0.0 87.5 ss, Itgy,f-mgr,cly+sil,clst
4 4384 1.325 0.913 12.31 2.34 2.671 0.51 73.9 17.8 91.8 ss, Itgy,f-mgr,cly+sil
5 4332 1.148 0.914 12.61 2.35 2.692 3.53 42.9 30.8 73.7 ss, Itgy,vi-fgr,cly+sil+fnnrcalc,pyr
6 4324 1.267 0.915 16.14 2.24 2.669 19.63 46.1 21.4 67.5 ss, gy,f-mgr,cly+sil+mnrcalc
7 4318 1.150 0.914 15.82 2.26 2.686 16.85 51.6 17.9 69.5 ss, Itgy,fgr,cly+sil+calc
8 4263 1.048 0.913 13.11 2.32 2.673 7.29 75.7 19.9 95.6 ss, Itgy,vf-fgr,cly+silatalc
9 4164 1.241 0.914 14.64 2.28 2.667 24.05 62.4 16.0 78.3 ss, Itgy,f-mgr,sil+calc
10 4160 n/a n/a 18.45 2.10 2.569 n/a 36.9 61.7 98.6 ss, Itgy,mgr,sil+calc
11 4158 1.332 0.914 17.01 2.22 2.680 10.04 68.2 16.3 84.5 ss, Itgy,f-mgr,sil+calc+cly
15 4118 1.378 0.913 13.53 2.32 2.681 10.78 51.1 19.1 70.3 ss, gy,f-mgr,sil+calc4cly
16 4110 1.150 0.913 17.53 2.19 2.661 87.26 93.9 0.0 93.9 ss, mitgy,mgr,calc+sil+cly
19 4008 1.332 0.914 9.37 2.46 2.719 0.05 81.2 0.0 81.2 ss, mitgy,vf-mgr,calc+sil+cly,pyr,rip-ups

O20 4004 1.192 0.913 7.56 2.53 2.738 0.01 79.9 0.0 79.9 ss, mltgy,vi-mgr,calc+sil+cly,rip-ups
21 4000 1.306 0.910 10.37 2.45 2.736 0.01 85.0 0.0 85.0 ss, mgy,vfgr,calc+silacly
22 3998 1.179 0.912 11.83 2.39 2.708 0.03 92.8 0.0 92.8 ss, mitgy,vigr,calc,lam
28 3822 n/a n/a 4.78 2.56 2.689 n/a 91.3 0.0 91.3 ms,dkgy,cly+slt,dolsely

TerickTek
UniversityResearch Park .

400WakaraWay•SaltlakeCity,Utah 84108
Telephone(801)584-2400

FAX(801)



Summary of Petrographic Data for the 22 Rotary Sidewall Cores.

Depth Porosity Loq Porosity Permeabillity Gamma-Ra Deep Rt Oil Saturation Strat. Position B Seismic Marker
3734 7.58 16 0.41 68 32 0 Upper Wasatch Poss. Gas C2 Anomaly
3757 12.77 17 , 3.4 60 25 0 Upper Wasatch Gas C2 Anomaly
3759 13.58 17 0.67 57 26 0 Upper Wasatch Gas C2 Anomaly
3822 4.78 14 n/a 44 20 0 Mudstone Wet
3998 11.83 13 0.03 75 19 0 Middle Wasatch Wet "A" Mesa
4000 10.37 15 0.01 80 20 0 Middle Wasatch Wet "A" Mesa
4004 7.56 12 0.01 105 23 0 Middle Wasatch Wet "A" Mesa
4008 9.37 12 0.05 150 20 0 MiddleWasatch Wet "A" Mesa
4110 17.53 18 87.26 55 5 0 Oily SS Oil unless Flushed "A"Anomaly
4118 13.53 16 '0.78 50 14 19.1 OilySS Oil unless Flushed "A"Anomaly
4152 17.01 21 47.96 45 5 0 Oily SS Oil unless Flushed "A"Anomaly
4158 17.01 21 10.04 45 5.4 16.3 Oily SS Oil unless Flushed "A"Anomaly
4160 18.45 21 n/a 50 5.5 61.7 Oily SS Oil unless Flushed "A"Anomaly
4164 14.64 14 24.05 37 9 16 Oily SS Oil unless Flushed "A"Anomaly
4263 13.11 14 7.29 75 13 19.9 Stray Oil?
4318 15.82 19 16.85 30 10 17.9 Lower Wasatch Oil unless Flushed
4324 16.14 18 19.63 25 10 21.4 Lower Wasatch Oil unless Flushed
4332 12.61 15 3.53 35 2000 30.8 Lower Wasatch Oil unless Flushed
4384 12.31 17 0.51 53 13 17.8 Mesaverde Oil7 .

4390 9.58 16 0.15 48 13 0 Mesaverde Wet
4398 15.33 16 2.36 45 12 0 Mesaverde Wet
4438 5.36 14 0.11 55 30 0 Mesaverde
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Table 1 (cont.), Routine Core Analysis Test Results

Sample Sample Sample DryBulk Grain Gas Saturation
Depth Length Diameter Porosity Density Density Permeability Water 011 TotalFluid Uthology

(ft) (in) (in) (%) (g/cm3) (g/cm3) (md)

31 3759 1.516 0.912 13.58 2.32 2.688 0.67 82.0 0.0 82.0 ss, mltgy,fgr,calc+sil
32 3757 1.188 0.913 12.77 2.34 2.685 3.40 88.4 0.0 88.4 ss, Itgy,fghcalc+sil,lam
34 4152 1.156 0.913 17.01 2.21 2.667 47.96 67.6 0.0 67.6 ss, mitgy,mgr,calc+sil
37 3734 0.873 0.913 7.58 2.49 2.693 0.41 57.8 0.0 57.8 ss, Itgy,f-mgr,calc+sil

TerraTek
UniversityResearchPark

400WakaraWay•SaltLakeCity,Utah84108
Telephone(801)5842400

FAX(801)



Form 3160-4 NITED STATES
(August 1999) DEPARTMENT OF THE INTERIOR FORM APPROVED

BUREAU OF LAND MANAGEMENT OMB NO. 1004-0137
Expires: November 30, 2000

WELL COMPLETION OR RECOMPLETIONREPORT AND LOG 5. Lease Serial No.
14-20-H62-5000

la. Type of Well O Oil Well Ë Gas Wen O Dry Other 6. If Indian, Allottee or Tribe Name

b. Type of Completion: S New Well O Work Over O Deepen Plug Back O Diff. Resvr,. UTE TRIBE

Other
7. Unit or CA Agreement Name and No.

N/A
2. Name of Operator
WIND RIVER RESOURCESCORPORATION N0RLeHaseHNameLanW 1 No.6-11-15-:

Address 3a. Phone No. (include area code)
ROUTE 3 BOX 3010, ROOSEVELT, UT 84066 435-722-2546 3- 4 -34133

4. Location of Well (Report location clearly and in accordance with Federal requirements)*
10. Field and Pool, or Exploratory

Atsurface 1,340' FNL & 2,180' FWL (SE¼NW¼) Sec. 11-T15S-R20E SLB&M EXPLORATORY
11. Sec., T., R., M., on Block and

At top prod.interval reported below Same Survey gggSegggg-T15S-
12. County or Parisli 13. State

At total depth Same .
UINTAH UTAH

Ñ. Date Soudded 15. Date T.D. Reached 16. Date Completed 11-16-01 17. Elevations (DF, RKB, RT, GL)*
8-7-01 set surface 9-27-01 O D&A Ë ReadytoProd· RKB=7,4606/GL=7,443'9-21-01 drilling

18. Total Depth: MD = 4 , 493 ' 19. Plug Back T.D.: MD = 4 , 397 ' 20. Depth Bridge Plug Set: MD = 4, 040 '
TVD -

" TVD =
" TVD =

"
21. T e Electric & Other Mechanical Run (Submit of each) 22. Was well cored? No O Yes (Submit analysis)

Induction/GR/SP; pec Den/ 1 Spaced Neut/GR/ WasDSTrun? No O Yes(Submitreport)
Cal; HC Sonic; MRIL; TMD;'RBL - À - 35ÑÑ-GR Directional Survey? O No O Yes (Submit copy)

2 oleCSai

S

zLiner Record (Report all strings set in wel

ottom (MD)
StageDCementer Npoof SCke Slurry Vol Cement Top* Amount Pulled

11" 8-5/8,J-55,24# surface 405' 120 sx V 32 surface (CIR)
7-7/8" 5¾",J-55, 17# surface 4,466' 415 sx Hi- 8855 Id surface (CIR)

Fill: 130 92.4 tl
sx 50:50 180.9 totã1
Pozzmix

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2-3/8" 3, 690' I3, 690'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status

A)Wasatch 3,720 3,762 3,720-35 13' 30 Producing gas
B) 3,752-62 10 20 " was
c) 3,819-24 Ÿ 10 " water
D) 3,926-40 14' 28 " water
27. Acid, Fracture, Treatment, Cement Squeeze, Etc.

Depth Interval Amount and Type of Material

None None

28. Production - Interval A
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

12/24/0111/14 17 9 0 1, 133 0 - Flowin
Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas : Oil Well Status
Size () Press. Rate BBL MCF BBL Ratio

20/64" L'i,IDO 0 & 0 1,600 0 Producing gan we
28a. Production - IntervalB
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

DIVISIONOF
Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas : Oil Well Status OIL,MS ANDMININGSize Press. Rate BBL MCF BBL Ratio

(See instructions and spaces foradditional data on reverse



0
28b.Production - Interval C
Date First Test Hours Test Oil Gas. Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas : Oil Well Status
Size Press. . Rate BBL MCF BBL Ratio

FIwg.
SI

28c. Production -Interval D
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas : Oil Well Status
Size Press. Rate BBL MCF BBL Ratio

F1wg.

59. Disposition of Gas (Sold, used forfuel,vented, etc.)
Sold with small amounts used on lease .for fuel.

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem
tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures
and recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name Meas. Depth

I
This well was dril.led with a low solids non-dispersed Green River i Surface
mud system and no aquffers were noted during drilling.

Wasatch 2, 308 '

A total of 22 sidewall ccres were recovered (18 from
the Wasatch and 4 from the Mesaverde). A summary Mesaverde 4,387¾
petrographic report and oore analýsis are attached.

32. Additional remarks (include plugging procedure):

Four intervals between 4,104' and 4,315', all of which gave good shows of oil and gas
during drilling, and all of which appeared wetron logs, were perforated and tested wet.
These intervals are isolated below a cast iron bridge plug at 4,040'.

33 eac acnhi

a ogs (1 full set req'd ) 2. ic e ort 3. DST Report 4. Directional Survey

5. Sundry Notice for plugging and cement verification 6. Core Analysis 7. Other:

I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Marc T. Eckels Vice President
sNagae(please Tt

3-16-02

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitiousor fraudulent statements or representations as to any matter within its
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Ifyou have any questions or need additional information, please contact me.

Sincerely,

Marc T. Eckels

Cc: Ute Tribe - 1
BlA - 1
BLM-
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nn 31 o UNITED STATES e N

1P0 3D7

gu DEPARTMENT OF THE INTERIOR Expires: July 31, 2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

14-20-H62-5000

SUNDRY NOTICES AND REPORTS ON WELLS 6.IfIndian,AllotteeorTribeName
Do not use this form for proposals to dri/I or to re-enter an Ute Indian Tribe

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
N/A

1. Type of Well

Oil Well Gas Well O Other
eh

I
eeaenk

-o.1-15-20

2. Name of Ooerator 9. API Well No.
Wind River Resources Corporation 4304734133
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1245 East Brickyard Road, Suite ilo Flat Rock FieldSalt Lake City, UT 84106 801-466-4131

4. Location of Well (Footage, Sec., T.,R.,M, or SurveyDescription) 11. Country or Parish, State
1,340' FNL & 2,180' FWL (SENW) Section 11-T15S-R20E, SLB&M Uintah, Utah

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent O Acidize Deepen Production (Start/Resume) Water Shut-Off

O Alter Casing Fracture Treat Reclamation WeH In egrity

Subsequent Report Casing Repair New Construction Recomplete Other

Change Plans Plug and Abandon Temporarily Abandon

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Please grant approval for the extension of Temporarily Abandoned status for thiswell. It is thesubject of a Supplemental Environmental Project (SEP) in a
soon-to-be-entered Consent Decree with the EPA involving the North HillCreek Compressor Station, under which the EPA will approve a Class II injection
well permit for a produced water disposal well. This well willsignificantlyreduce water-haulingmileage and associated fugitive dust emissions. Itwas an
excellent Wasatch gas-producer, having produced a little more than 1/2 Bcfg before depletion.

RECEIVED
REQUESTDENIED

O
Federal Approva\OiTus DEC2 2 2009

ActionisNecessary
Date: (2 2

N OF0fk GAS&MINING
COPYSENTTOOPERATOR

initials: RS
14. I hereby certify that the foregoing is true and correct.

Name (Printed/Typed)
Marc T. Eckels Title Vice President

Signature Date 11/21/2009

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to thoserights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page
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